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Product 

 
VOC as 

Supplied (g/l) 

EPA 24 

LEED Category 

Walls and 
Ceilings 

Steel Substrates Floors 

Max VOC: 150 
g/l 

Max VOC: 250 
g/l 

Max VOC: 100 
g/l Carbocoats     

Carbocoat 116 249  ●  

Carbocoat 2600 240  ●  

Carbocoat 2900 249  ●  

Carbocoat8239 35  ●  

Carbocoat 8287 WR 165  ●  

Carbocrylics     

Carbocrylic 3350 250  ●  

Carbocrylic 3358 153  ●  

Carbocrylic 3358 MC 100 ● ●  

Carbocrylic 3359 MC 100 ● ●  

Carbocrylic 3359 DTMC 100 ● ●  

Carbocrylic 3359 Flat 60  ●  

Carbomastics     

Carbomastic 15 88 ● ●  

Carbomastic 15 FC 88 ● ●  

Carbomastic 90 84 ● ●  

Carbomastic 94 120 ● ●  

Carbomastic 94 MC 95 ● ●  

Carbomastic 615 & 615 
Alum 

170  ●  

Carboguards     

Carboguard 60 240  ●  

Carboguard 501 0 ● ● ● 

Carboguard 510 0 ● ● ● 

Carboguard 553 150 ● ●  

Carboguard 690 170  ●  

Carboguard 880 238  ●  

Carboguard 890* 214  ●  

Carboguard 890 EF 210  ●  

Carboguard 890 LT* 180  ●  

Carboguard 890 VOC 100 ● ● ● 

Carboguard 893 195  ●  

Carboguard 954 HB 10 ● ●  

Carboguard 1209 96   ● 

Carboguard 1340 WB 0   ● 

Carboguard 1340 95 ● ● ● 

 

 


